Instrumentation 300/500V cables ®LAPP
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2 RE-2X(ST)HSWBH 300/500V
CU/XLPE/OS/LSZH/SWB/LSZH
CPR Class: Dca - s2, d2, af
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2 Design Type of Application Technical data
w ¢ Conductor e Middle-low level CPR classification
i Stranded annealed or tinned Copper * Suitable for installation in civil Core identification code:
¢ Insulation engineering constructions with low 4 Pairs: black & white numbered
Cross-linked copolymer density of people Triads: black, white, red numbered
e Overall Screen Other colors code available on request
Aluminum/PET + tinned Copper drain wire  Norm references and Approvals nsul
. nsulation resistance:
¢ Inner sheath e Constructive standard 1000 MOhm x km
LSZH (low smoke zero halogen) EN 50288-7
o .
Armour . . * CPR Conductor stranding:
Galvanized steel wire braid EU 305/11 Class 2 IEC 60228
* Outer sheath EN 50575
LSZH (low smoke zero halogen) * Hydrocarbon & Oil Nominal Voltage Uo/U:
= ¢ Colour CEl 20-34/0 300/500 V
= Upon request |IEC 60811-404
= . . . ge o
) * Determination of acidity 'Cr;esct;l&l)tg%e. D
o Special Features IEC 60754-2 / ac x 1 minute
o [Voroct . B .
UV-resistant . . Fire behavior Temperature range:
« Hydrocarbon and Chemical resistant IEC 60332-1-2 during operation: -30° to +70°C
« Oil resistant EN 50399 during installation: -5° to +50°C
DoP Number . Minimum Bending Radius:
e CCE_DOP_190011 10 x Outer Diameter
n Cross section Outer diameter Copper index Weight Cross section Outer diameter Copper index Weight
o) (mm?) (mm) (kg/km) (kg/km) (mm?) (mm) (kg/km) (kg/km)
&~
% 2x0,75 10,1 19,2 [ 171,2 3x0,75 10,5 26,4 186,0
o 2x2x0,75 13,3 33,6 275,7 2x3x0,75 14,3 48,0 323,7
w 4x2x0,75 15,1 62,4 | 331,3 4x3x0,75 16,5 91,2 4291
o 5x2x0,75 16,3 76,8 391,5 5x3x0,75 17,6 112,8 482,1
6x2x0,75 17,4 91,2 | 433,2 6x3x0,75 19,3 134,4 576,2
8x2x0,75 19,4 120,0 526,9 8x3x0,75 21,3 177,6 671,4
10x2x0,75 21,6 148,8 | 629,7 10x3x0,75 24,0 220,8 822,1
12x2x0,75 22,2 177,6 685,0 12x3x0,75 24,6 264,0 902,1
14x2x0,75 23,3 206,4 \ 763,5 14x3x0,75 25,9 307,2 998,1
16x2x0,75 24,5 235,2 845,0 16x3x0,75 27,3 350,4 1108,1
18x2x0,75 25,6 264,0 | 917,8 18x3x0,75 28,6 393,6 1217,3
20x2x0,75 27,2 292,8 1018,8 20x3x0,75 30,1 436,8 1333,1
22x2x0,75 28,5 321,6 | 1109,6 22x3x0,75 31,7 480,0 1451,7
24x2x0,75 29,9 350,4 1191,8 24x3x0,75 33,3 523,2 1574,8
2x1,5 11,3 33,6 | 227,0 3x1,5 11,9 48,0 255,6
2x2x1,5 15,7 62,4 367,5 2x3x1,5 17,0 91,2 458,0
4x2x1,5 17,6 120,0 ‘ 462,2 4x3x1,5 19,5 177,6 623,2
5x2x1,5 19,3 148,8 549,1 5x3x1,5 21,2 220,8 733,1
6x2x1,5 20,9 177,6 \ 638,0 6x3x1,5 22,8 264,0 835,8
8x2x1,5 22,9 235,2 762,1 8x3x1,5 25,5 350,4 1005,2
5 10x2x1,5 25,9 292,8 \ 927,0 10x3x1,5 28,9 436,8 1237,6
= 12x2x1,5 27,0 350,4 1054,4 12x3x1,5 29,9 523,2 1389,7
o 14x2x1,5 28,2 408,0 \ 1170,3 14x3x1,5 31,4 609,6 1562,0
o 16x2x1,5 29,7 465,6 1302,6 16x3x1,5 33,1 696,0 1748,9
18x2x1,5 31,3 523,2 \ 1438,6 18x3x1,5 35,1 782,4 1947,4
20x2x1,5 33,0 580,8 1584,2 20x3x1,5 36,8 868,8 2116,5
22x2x1,5 34,8 638,4 ‘ 1728,6 22x3x1,5 39,0 955,2 2342,8
24x2x1,5 36,5 696,0 1860,2 24x3x1,5 41,0 1041,6 2536,0
2x2,5 12,9 52,8 ‘ 287,5 3x2,5 13,5 76,8 336,2
2x2x2,5 17,9 100,8 477,3 2x3x2,5 19,6 148,8 616,8
4x2x2,5 20,4 196,8 \ 624,3 4x3x2,5 22,5 292,8 835,2
5x2x2,5 22,2 2448 732,0 5x3x2,5 24,7 364,8 1010,0
6x2x2,5 24,3 292,8 \ 868,3 6x3x2,5 27,0 436,8 1188,2
8x2x2,5 27,2 388,8 1075,9 8x3x2,5 30,1 580,8 1420,5
10x2x2,5 30,7 484,8 \ 1318,1 10x3x2,5 34,0 724,8 1740,4
12x2x2,5 31,6 580,8 1468,2 12x3x2,5 35,5 868,8 1995,3
14x2x2,5 33,2 676,8 \ 1648,1 14x3x2,5 37,1 1012,8 2224,7
&) 16x2x2,5 35,6 772,8 1861,0 16x3x2,5 39,3 1156,8 2516,3
I 18x2x2,5 36,9 868,8 | 2032,8 18x3x2,5 41,7 1300,8 2814,3
(@) 20%2x2,5 39,2 964,8 2265,5 20x3x2,5 44,0 1444,8 3088,2
w 22x2x2,5 41,3 1060,8 | 2467,6 22x3x2,5 46,5 1588,8 3391,0
[=a] 24x2x2,5 43,3 1156,8 2669,9 24x3x2,5 48,6 1732,8 3648,3
[N

Unless specified, the shown product values are nominal. Detailed values (e.g. tolerances) are available upon request.
Photographs are not to scale and do not represent detailed images of the respective products, technical sheets including detailed constructions and performances are available upon request.

12 For additional information: info.it.cce@lapp.com www.camunacavi.com



